
InSuperior Motorized Screen
Preliminary data

Adeo Screen’s innovative in-ceiling model InSuperior, with newly designed casing that can be integrated into a ceiling or false 
ceiling, features the new tensioning system with double lower bar and patented TFX™ Floating Tab-tensioning system.
The weight-efficient structure of this screen can be optimized during installation, eliminating any possible deformation of the 
roller assembly. This allows the use of more rigid fabrics, in larger sizes, offering the option of longer custom drop combinations.
This screen solution also allows a more convenient and quick installation thanks to the improved new installation brackets and 
the new lateral cover with magnets system. In addition the casing is provided with new safety cables.



New end cover with magnets systemNew casing and new design
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Image Width (mm) A 2000 2500 3000 3500 4000 4500

Overall Width (mm) D 2450 2987 3617 4167 4723 5285

Lowbar Width (mm) F 2290 2827 3457 4007 4563 5125

1.333 Format
Image Height (mm) B 1500 1875 2250 2625 3000 3375

Image Diagonal (inches) C 98 123 148 172 197 221
Overall Height (mm) E 2050 2425 3300 3675 4050 4425

Standard Black Drop (mm) G 50 50 100 100 100 100

Max Black Drop (mm) G2 1400 1400 1300 1300 1300 1300

1.60 Format
Image Height (mm) B 1250 1563 1875 2188 2500 2813

Image Diagonal (inches) C 93 116 139 162 186 209
Overall Height (mm) E 1800 2113 2925 3238 3550 3863

Black Drop standard (mm) G 50 50 100 100 100 100

Max Black Drop (mm) G2 1400 1400 1300 1300 1300 1300

1.78 Format
Image Height (mm) B 1124 1404 1685 1966 2247 2528

Image Diagonal (inches) C 90 113 135 158 181 203
Overall Height (mm) E 1674 1954 2735 3016 3297 3578

Standard Black Drop (mm) G 50 50 100 100 100 100

Max Black Drop (mm) G2 1400 1400 1300 1300 1300 1300

2.35 Format
Image Height (mm) B 851 1064 1277 1489 1702 1915

Image Diagonal (inches) C 86 107 128 150 171 193
Overall Height (mm) E 1401 1614 2327 2539 2752 2965

Standard Black Drop (mm) G 50 50 100 100 100 100

Max Black Drop (mm) G2 1500 1500 1400 1400 1400 1400

>	NEW tensioning system with double lowbar
>	NEW Aluminum case powder-coated specifically for mounting in plasterboard
>	NEW magnets system for the lateral close caps
>	Heads made of galvanized iron
>	Projection surface back drop: (front drop optional)
>	Projection surfaces in PVC  without cadmium, fireproof certifications according to the table on page 3
>	Comply with directives: Low Voltage Directive 2006-95-CE and Electromagnetic Compatibility 2004-108-CE
>	Mounting bracket kit for plasterboard included, height adjustable via threaded bars
>	Transmitter included (only for screens with radio-integrated motors)
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